
 
 

CLEANING & MAINTENANCE of CONCRETE EGG-SHAPED TANKS OF 

WINE&EGG 

Cleaning of egg-shaped concrete tanks is performed by free-running water the 

temperature of which is not to exceed 20 °C. Before the first use of the concrete egg, 

the following actions are performed: 

 * The concrete egg’s interior is to be cleaned by free-running water the temperature of 

which is not to exceed 20 °C.  

* Before continuing the procedure, the concrete egg needs to be completely dry.  

* The egg’s interior is to be coated with a mixture of citric or tartaric acid mixed with 

water (ratio: 2 kilos of acid in 10 l of water).  

* 15 minutes after applying the coating, the egg’s interior walls are washed using 

free-running water the temperature of which is not to exceed 20 °C. 

 * Before continuing the procedure, the concrete egg needs to be completely dry.  

* The above procedure needs to be repeated four times. After that, the egg is ready to 

be used. 

 * Rust-resistant egg’s surfaces do not require special treatment, they can be cleaned 

by water and anti-bacterial cleaning products. Concrete eggs are not to be exposed to 

high temperature variations. For its optimal preservation, it is suggested to be kept 

under stable conditions (in terms of temperature, humidity, light). 

* To determinate bacteria you can use UV light for such purposes (UV light for wooden 

barrels)  

* Concrete egg's are long life product and they will keep it's best usage if they are 

always full with water (plus sulfur) and it can't be kept empty. If you keep them 

empty, you have to wash them slowly and step by step before again using them.  

* To assure concrete it's max long life usage, you have to avoid quick and strong 

unloading of the egg to the surface. It might cause damages to the concrete if you 

unload the concrete egg in a not proper way. Gently unload the concrete egg on it's 

stand will assure it's long life.  

* It's very important to not expose concrete egg-shaped tanks any thermic shocks 

such us instant hot temperature vs. Cold water. It might cause damages to the 

concrete for long-life.  

* For any questions don't hesitate to contact us.  

 

Maintenance and cleaning information’s are base for long-term usage of the concrete 

eggs. Compliance of the instructions are base for good quality product.  


